
HIGH-PRECISION GAS AND VAPOR ADSORPTION ANALYZER

BELSORP MAX X SERIES
microtrac.com/hu/termekek/gas-adsorption-measurement/surface-area-pore-size-distribution/belsorp-max-x/
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BELSORP MAX X SERIES

HIGH-PRECISION GAS AND VAPOR
ADSORPTION ANALYZER

A lot of Science in a little space: BELSORP MAX X. High-End Adsorption. Smallest
Footprint. Unrivaled Performance.

Microtrac's BELSORP MAX X is the latest model in the BELSORP
MAX series, featuring a more compact design and lower weight.
This high-precision gas / vapor adsorption analyzer can measure
up to four samples over a wide range of pressures and
temperatures. BELSORP MAX X covers a broad array of analysis
capabilities from specific surface area, pore size distribution, gas,
and vapor adsorption to chemisorption.

Combining high-precision pressure transducers (133.3 kPa, 1.333
kPa, and 0.0133 kPa) with hard-sealing pneumatic valves and
metal gaskets, the analyzer has superior technology to minimize
gas leakage and enable ultimate vacuum levels. Temperature in
the BELSORP MAX X is carefully controlled using state-of-the-
art technology, from the heated manifold block (50 °C, optional
80 °C) and air bath to the sample, while electropolished gas /
vapor lines prevent surface wetting and corrosion.

Additionally, the new BELCONTROL operation software facilitates understanding of the structure and durability
of materials through cyclical stability analysis, improves measurement and maintenance efficiency, and sends
measurement results via e-mail – all resulting in maxXimized sample throughput. BELMASTER is the dedicated
analysis software for advanced material evaluations. This instrument complies with ISO 9277, 15901-2 and 18852
and can be used for various material morphologies, such as molded bodies, pellets, and fine powders.
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STATE-OF-THE-ART TECHNOLOGY IN THE SMALLEST SPACE

MAXXIMIZE YOUR LAB SPACE

MaxXimize your lab space by minimizing the footprint! The
required lab space is reduced by almost 50% compared to
alternative products.

EASY DATA MANAGEMENT & MORE QUALITY INSIGHTS

MAXXIMIZE YOUR ACCURACY

AFSM™: HIGHEST REPRODUCIBILITY AVAILABLE ON ANY ADSORPTION INSTRUMENT

Rather than attempting to control the approximate level of liquid coolant, our innovative method of
continuously monitoring free space variations in a reference cell – Advanced Free Space Measurement (AFSM™)
– has been proven to provide greater measurement accuracy. It accurately compensates for free space
fluctuations due to environmental factors such as:

VAPOR ADSORPTION OPTION

Inside the BELSORP MAX X, all gas lines, gauges, etc. are installed in a thermostatic air chamber (50 °C) covered
with thermally insulating material. The fully temperature-controlled instrument prevents vapor condensation
effects and allows various vapor adsorption measurements to be made. It includes measurements with organic
vapors up to 40 °C (standard instrument; HT model up to 70 °C). The evaluation of hydrophilicity /
hydrophobicity and the measurement of VOC adsorption capacity are further application possibilities.

Changes in LN2 level

Changes in temperature and pressure in the
atmosphere

Changes in coolant temperature due to
dissolution of oxygen
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FULLY CUSTOMIZABLE & UPGRADEABLE

MAXXIMIZE YOUR FLEXIBILITY

EXTENSIVE PRODUCT RANGE

BELSORP MAX X is available in different models for a wide range of
applications. Microtrac offers the perfect solution for each customer's
individual needs.

GAS SELECTOR FOR DIFFERENT ADSORBENTS

Three gas ports (corrosion resistant) are available in the standard
configuration. To expand one standard line to four gas lines, a gas seector
can be addded. The gas lines can be expanded from 3 to 6, 9 and 12 lines.

MEASUREMENT TEMPERATURE CONTROL

Dewarok (kriyogén folyadék), vízfürdők (-10°C-tól 80°C-ig) és fűtőelemek
(50°C-tól 550°C-ig) állnak rendelkezésre, amelyek széles hőmérsékleti
tartományt fednek le a mérésekhez. A fűtőelemet mérésekhez is, valamint
mint mintakészítőhöz is használhatják.

OPCIONÁLIS KRIOGÉN HŐMÉRSÉKLET-SZABÁLYOZÁS

BELCRYO X

Növelje az adsorpciós méréseit a BELCRYO X segítségével, egy
precíziósan szabályozott kriostatisztéma, amelyet a BELSORP
sorozathoz való tökéletes integrációra terveztek.
Hőmérsékletkontrollal 50 K-tól 473 K-ig (-223°C-tól 200°C-ig)
terjedve, a BELCRYO X lehetővé teszi rendkívül stabil és
ismétlhető méréseket széles körű kísérleti körülmények között –
folyékony nitrogén nélkül.

Ez ideális a fejlett kutatásokhoz, mint például a BET felületalapú
elemzés, a pórhossz-elosztás, a gázraktározás és a gázválasztás
kutatása.
A BELSORP MAX X / MAX G-vel kombinálva a BELCRYO X lehetővé teszi: pontos adsorpciós izotermák mérése több
hőmérsékleten; megbízható adsorpciós izostéri hőmérséklet értékelését; kiterjesztett képességeket a kriogén
gázraktározási és választási tanulmányokhoz; teljesen szoftvervezérelt és automatizált működést a BELControl szoftverrel.
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BELSORP MAX X SERIES

SPECIAL MODELS OF THE BELSORP MAX X
SERIES

BELSORP MAX X HT

The BELSORP MAX X HT is a special model enabling
various types of vapor adsorption (water vapor,
VOCs, and more) at higher temperatures than the
regular version. The manifold block can be heated up
to 80°C, enabling a wider application range under
more realistic conditions.

BELSORP MAX X HP

The BELSORP MAX X HP has been added as a custom
solution to the BELSORP MAX X product line to
enable gas adsorption, BET surface area, pore size
distribution, vapor adsorption, and the evaluation of
adsorption rates at high pressure up to 900 kPa.

SIMULTANEOUS MEASUREMENT OF UP TO 4 SAMPLES

MAXXIMIZE YOUR THROUGHPUT

BELSORP MAX X offers four independent ports and one
dedicated port for saturated vapor pressure measurement. Up
to three ports are equippable with a unique set of pressure
transducers (0.0133 kPa, 1.33 kPa, 133.3 kPa) for better micropore
analyses, allowing fully independent and simultaneous
measurements over a wide range. Two measurement modes
can be selected depending on the application. The High
Precision Mode and the Multi-sample Mode are both available
for measurements starting at lowest relative pressure P/P0 =

~10-9.

Cement, concrete and building materials

Heat transformation / air conditioning

Electrode battery (LiB) & GDL fuel cells

Efficient utilization of CO2

Energy storage (CH4 / CH3C6H11 / H2)

Heat pumps

Air separation material used in PSA / TSA
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BELSORP MAX X SERIES

QUALITY & REPRODUCIBILITY

HIGH-PRECISION MODE

The high-precision mode allows the simultaneous acquisition of
adsorption / desorption isotherms for up to three samples. The fourth
port uses an empty sample cell as a reference for the precise
measurement of free space/dead volume changes (patented AFSM™
technology). In addition, a special port allows accurate measurement
of the saturation vapor pressure at any time. This mode is
recommended for research and development purposes, e.g. for
evaluating small sample volumes in material development.

MULTI-SAMPLE MODE

The multi-sample mode allows the user to obtain adsorption /
desorption isotherms of up to four samples simultaneously, while the
saturation vapor pressure is determined at any time via a dedicated
port. Unlike the high precision mode, the calculation of the free space
change in the sample tube is based on a pre-loaded measurement file.
This mode is recommended for applications such as quality control,
when samples were already characterized in large quantities.

BELSORP MAX X SERIES

REDUCTION OF MEASUREMENT TIME

The two following features reduce the measurement time by about 50–70%:

GAS DOSING OPTIMIZATION

By uploading a previously measured adsorption
isotherm, the optimum measurement conditions for
the samples are automatically determined. Each
measuring point can be conveniently added or
deleted, allowing the user to easily determine the gas
injection quantity.

FEEDBACK CONTROL OF GAS INLET VALVE

By determining the gas inlet pressure according to
the installation environment (secondary pressure of
the gas cylinder) before measurement, the control
valve is automatically optimized for speed and
performance, successfully reducing the
measurement time.

1. Load an existing isotherm | 2. Display of expected isotherm | 3. Input of measurement range | 4. Automatic
optimization of conditions such as gas introduction volume
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BELSORP MAX X SERIES

SUPPORT OF A WIDE RANGE OF
ADSORBENTS & MEASUREMENT CONDITIONS

Various gas and vapor adsorption measurements are possible. With dedicated accessories, a wide temperature
range can be maintained during analysis or pre-treatment.

SUITABLE FOR MEASURING MATERIALS OF DIFFERENT SHAPES

Measurements can be made on a variety of materials, including pellets, molds, substrates, as well as powders
and other materials that should not be exposed to the atmosphere. The connector is equipped with a sample
tube with an outer diameter of φ9 mm or φ14 mm. Special sample tubes can be provided for larger samples, such
as pellets, and smaller fine powder samples can also be easily measured with the appropriate sample tubes.

BELSORP MAX X SERIES

TIPIKUS ALKALMAZÁSOK

BELSORP MAX X can be used in a wide range of applications including catalysts, batteries, fibers, polymer
materials, pharmaceuticals, pigments, cosmetics, magnetic powders, separation membranes, filters, toners,
cement, ceramics, and semiconductor materials.

Látogassa meg Alkalmazási adatbankunkat a szemcseanalízis legjobb megoldása érdekében! ALKALMAZÁSI ADATBANK →
microtrac.com/hu/alkalmazasok/alkalmazasi-adatbank/

N2 / Ar evaluation of specific surface area

and pore distribution by adsorption
measurements from very low to high
relative pressures

CO2 ultra-micropore evaluation by

adsorption measurements up to high
pressures (optional)

Evaluation of low specific surface areas by Kr
adsorption measurements

Adsorption measurement of NH3, H2, CO2,

O2, CH4 and other non-corrosive gases

Evaluation of hydrophilicity and
hydrophobicity by water vapor adsorption
measurement

Adsorption measurement of alcohol,
benzene, and other non-corrosive vapors
(VOCs)

Measurement of adsorption rate of various
gases and vapors (kinetic analysis)
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BELSORP MAX X SERIES

TOVÁBBI OPCIÓK ÉS TARTOZÉKOK

STANDARD ACCESSORIES

The BELSORP MAX X is delivered with a wide range of standard accessories
like Dewar vessel, thermal insulation cover / sleeve, P0 tube, sample cells,

glass rods, sample funnel, sample cell holders, sample scattering
prevention filter, reference sample, O-rings and more.

EXTENSIVE PRODUCT LINE-UP

Various models are available for a variety of gas and vapor adsorption
measurements. Microtrac proposes the most suitable model by combining
pressure sensors according to the number of samples and pore
distribution evaluation range.

AIRGUARD MEASUREMENT SYSTEM

Az AirGuard mérőrendszer lehetővé teszi a BET felületi terület és pórhossz-
elosztás pontos elemzését a BELSORP mérőeszközökön, miközben védi a
érzékeny mintákat a nedvesség és az oxigén hatására. Ez különösen fontos
a funkcionális anyagok esetében, amelyek levegővel reagálhatnak, és
potenciálisan megváltoztathatják szerkezetüket vagy korróziós gázokat
termelhetnek.
Egyszerű egy-nyomásos telepítéssel az AirGuard biztosítja a magas
pontosságú méréseket anélkül, hogy növelné az elemzési időt.
Megfizethető frissítés, amelyet meglévő BELSORP rendszerekhez is
visszat}^{-telepíthet, biztosítva a megbízható, kontaminációmentes
elemzést.

MORE BELCONTROL FEATURES

Overlaying adsorption / desorption
isotherms and comparing measured data
between the various ports during
measurement

All pressures, temperatures, valve
actuations, etc. are stored in trend data,
allowing for immediate examination

A system check function is available for
diagnosing the instrument status

E-mail notification automatically transmits
measurement status and results

Interactive program in Japanese or English
ensures easy, reliable operation

Extensive help functions, including step-by-
step instructions during operation
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FAJLAGOS FELÜLET ÉS PÓRUSMÉRET-ELOSZLÁS ANALIZÁTOR

BELCONTROL: NEW OPERATION SOFTWARE

The versatility of BELSORP equipment is truly world leading. The numerous features and capabilities are
complemented by BELCONTROL the intuitive and user-friendly operation software. It guides the user step-by-
step through the analysis process. This includes the setup of analysis conditions, executing the measurements,
when to fill and setup the liquid nitrogen or other bath, when to replace the gas cylinder, the degassing steps,
and much more. The software is designed to make the instrument accessible and operable to everyone,
including inexperienced users.

For inexperienced users or for measurements of unknown samples, BELCONTROL only requires basic sample
information (name, mass, etc.), pre-treatment conditions (if not performed externally) and the measurement
range.

Detailed control of the configuration and measurement settings is possible to optimize the measurement
conditions (e.g. dosing settings, equilibrium criteria, leak test option, etc.). This allows the user to fully customize
the sample analysis to his needs.

BELCONTROL

Quick BET igen Multi-point BET surface area in less than 20 minutes

Helium-Free
Measurement igen AFSM™2 enables He-free measurements with unmatched

accuracy

Adsorption Kinetics opcionális Rate of adsorption measurements for diffusion analysis

BELSORP MAX X SERIES

BELMASTER ANALYSIS SOFTWARE

Az adatok elemzését húz-le-dobozással végezhetik. A grafikon átfedése, az X-Y tengely skálázása és az
egységváltás, pontjelölések és színek könnyen módosíthatók. A szín beállítható egyes adatok számára, hogy
javítsa a cùngibeletességét az eltérő elemzési típusok között. Az elemzési eredményekkel rendelkező képernyőt
el lehet menteni. Még ha lezárják a számítógépet is, az elemzést újra elvégezhetik a mentett állapotból, amikor
újraindítják a számítógépet. Az elemzési eredményeket könnyedén konvertálhatók MS Excel formátumra húz-le-
dobozással.
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BELSORP MAX X SERIES

BELMASTER ANALYSIS PROGRAMS

A rutin elemzési beállítási funkció hasznos, ha ugyanazt az elemzést ismétlődően végeznek. A felhasználó által
meghatározott adatokat hordozási elméleti görbékként (isotherm) menthetjük a póruselosztás elemzéshez, t-
plot és αs-hez. Minden műveletet egyetlen jobb gombkattintással lehet megtekinteni. A póruselosztás
elemzéshez szimulációval történő BELSIM (QSDFT / NLDFT / GCMC) szoftver beépített. Az MS Excel-be történő
könnyű konverzió egyetlen egérkattintással történik.

BELMASTER SOFTWARE

A Microtrac fejlett QSDFT, NLDFT és GCMC módszerekkel nyújt következő generációs pórhossz-eloszlási
elemzést, megszüntetve a hagyományos megközelítések korlátait, széles pórhossztartományon, 0,35 nm-től
500 nm-ig egységes, nagy pontosságú karakterizációval. A BELSORP sorozatkal kombinálva pontos adsorptív
izotermák mérése érdekében, ez a megoldás biztosítja a pórszerkezetek megbízható és hatékony értékelését. A
BELMaster rendelkezik 59 kiterjedt magassyűrtékkel olyan gázok számára, mint az N2, Ar és CO2, lehetővé téve a

célzott elemzést a anyagfelület tulajdonságainak és a pórhossz alakjának figyelembevételével a specifikus
anyagfajták (zeolitok, mezopórus silica, aktivált szén és más) esetében.

Adsorption / desorption isotherm

PCT curve

BET specific surface area and Type I (ISO9277) BET automated
analysis

Langmuir specific surface area

BJH, DH, CI, and INNES methods (mesopore distribution)

HK, SF and CY methods (micropore distribution)

t-plot method (micro to mesopore analysis)

αs plot method (micro- to mesopore analysis)

MP method (micropore distribution)

Dubinin-Astakhov method (micropore volume)

Equivariant differential heat of adsorption

Differential adsorption isotherm

Fractal dimension

Molecular probe method (ultra-micropore
analysis)

Adsorption rate analysis

QSDFT / NLDFT / GCMC (mikro-méso /
makroporózus eloszlás)
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BELSORP MAX X SERIES

MÉRÉSI PÉLDÁK

Nitrogen adsorption measurements at 77K of
activated carbon fibre (black), MCM-41 (blue),
metal-organic framework MIL-160 (orange) and
PdC catalyst (red)

Logaritmic scaled nitrogen adsorption
measurements at 77K of activated carbon fibre
(black), zeolite MCM-41 (blue), metal-organic
framework MIL-160 (orange) and PdC catalyst (red)

Water sorption measurements of metal-organic
framework UiO-66 at 25 °C (red) and 40 °C (black)

Various vapor adsorption measurements of
activated carbon fibre H2O at 20 °C (red), CH3OH
at 15 °C (blue), C6H6 at 20 °C (green), and CCl4 at 20
°C (orange)
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BELSORP MAX X SERIES

MŰSZAKI ADATOK

Mérési elv Manometric method (volumetric method) + AFSM™ or AFSM™2

Adszorpciós gáz N2, Ar, CO2, H2, Kr, O2, NH3, NO, CO, CH4, C2H6, C3H8, n-C4H10, iso-
C4H10 és további (nem-)korroszív gázok

Adszorpciós gőz H2O/víz, C6H6/benzol, C6H5CH3/toluol, CH3OH/metanol,
C2H5OH/etanol, n-C5H12/n-pentan, n-C6H14/n-hexán, c-C6subCl<2><4>

Gázbevezetések száma 3 ports (optional: up to 12 ports)

Mérések száma MAX X: max. 4 ports simultaneously
MAX X-HT: max. 4 ports simultaneously
MAXX-HP: max. 3 ports simultaneously

Méréstartomány (fajlagos felület) min. 0,01 m2/g (N2)

min. 0,0005 m2/g (Kr)
(minta sűrűségétől függően)

Measurement range (pore size
distribution)

0,35 - 500 nm

Measurement range (gas adsorption
isotherm)

MAX X: P/P0 = 10-8~~0.997 (N2@77.4K, Ar@87.3K)
MAX X-HT: max. P/P0 = 10-6~~0.997 (N2@77.4K, Ar@87.3K)
MAXX-HP: P/P0 = 10-8~~0.997 (N2@77.4K, Ar@87.3K)

Measurement range (vapor
adsorption isotherm)

MAX X: P/P0 = ~0.95 @40°C
MAX X-HT: P/P0 = ~0.95 @80°C
MAXX-HP: P/P0 = ~0.95 @40°C

Measurement range (high pressure
gas adsorption isotherm)

MAX X: -
MAX X-HT: -
MAXX-HP: 10Pa~900kPa

Pressure transducer (1MPa: 7500
Torr)

MAX X: -
MAX X-HT: -
MAXX-HP: 1 unit

Nyomás távadó (133 kPa: 1000 Torr) MAX X: 6 units
MAX X-HT: 6 units
MAXX-HP: 5 units
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BELSORP MAX X SERIES

MŰSZAKI ADATOK

Nyomás távadó (1,33 kPa: 10 Torr) MAX X: max. 4 units
MAX X-HT: 4 units
MAXX-HP: 3 units

Nyomás távadó (0,0133 kPa: 0,1 Torr) MAX X: max. 3 units
MAX X-HT: -
MAXX-HP: 2 units

Termosztatikus levegőfürdő MAX X: 50°C
MAX X-HT: 80°C
MAXX-HP: 50°C

Vacuum gauge / pump Cold cathode gage (Optional)/Turbo molecular pump + rotary pump
(or diaphragm pump)

Measurement temperature (Dewar
vessel)

LN2, LAr hőmérséklet; Tartási idő: 80 h

Measurement temperature
(Pretreatment heater)

50 - 550°C

Measurement temperature (Water
bath)

-10 - 80°C (constant temperature circulator)

Méretek (szél x mag x mély) 360 x 870 x 590 mm

Súly 50 kg

Közműigény - gáz He, adsorption gas pressure: 0.1MPa (G)
Joint: 1/8" Swagelok joint
Valve operan gas pressure: 0.5 - 0.6 Mpa (G)
Joint: 1/4" one-touch pipe contact

Közműigény - elektromos hálózat AC 100 - 240 V/400W (rotary pump not included)

CE tanúsítvánnyal igen

Operating software Windows 10 operating system or higher, CPU Intel(R) Core i5 or higher
2 GB of memory or more, 5 GB HDD space or more

Recommended Monitor Full HD monitors
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